
OPERATION & MAINTENANCE PLAN

Cultic Stormwater Management System 

Maynard Point

42 Summer Street


Maynard, MA 01754


The CULTEC system designed for the multi-family building at 42 Summer Street, Maynard MA 
is equipped with an inspection port located on the inlet row.


Maintenance Guidelines 

The inspection port is a circular cast box placed in a rectangular concrete collar. When the lid is 
removed, a 6-inch (150 mm) pipe with a screw-in plug will be exposed. Remove the plug. This 
will provide access to the CULTEC Chamber row below. From the surface, through this access, 
the sediment may be measured at this location. A stadia rod may be used to measure the 
depth of sediment if any in this row. If the depth of sediment is in excess of 3 inches (76 mm), 
then this row should be cleaned with high pressure water through a culvert cleaning nozzle. 
This would be carried out through an upstream manhole or through the CULTEC StormFilter 
Unit (or other pre- treatment device). CCTV inspection of this row can be deployed through this 
access port to deter mine if any sediment has accumulated in the inlet row.


Maintenance Guidelines 

The following guidelines shall be adhered to for the operation and maintenance of the CULTEC 
stormwater management system:


A. The owner shall keep a maintenance log which shall include details of any events which 
would have an effect on the system’s operational capacity.


B. The operation and maintenance procedure shall be reviewed periodically and changed to 
meet site conditions.


C. Maintenance of the stormwater management system shall be performed by qualified 
workers and shall follow applicable occupational health and safety requirements.


D. Debris removed from the stormwater management system shall be disposed of in 
accordance with applicable laws and regulations.


Maintenance Schedules 

A. Minor Maintenance


The following suggested schedule shall be followed for routine maintenance during the regular 
operation of the stormwater system:




B. Major Maintenance


The following suggested maintenance schedule shall be followed to maintain the performance 
of the CULTEC stormwater management chambers. Additional work may be necessary due to 
insufficient performance and other issues that might be found during the inspection of the 
stormwater management chambers. (See table on next page)





